DF Rental AS, Wernersholmvegen 49, 5232 Paradis
Org.nr. 814 232 662 – Bank: Nordea Bank Norge ASA
Kto.nr. 6504.05.92568 – IBAN nr. NO7365040592568
SWIFT/BIC NDEANOKK – Telefonnr. +47 55 23 55 90

 [Skriv inn innhold for sidestolpen. En sidestolpe er et frittstående tillegg til hoveddokumentet. Det er ofte justert mot venstre eller høyre side av siden, eller plassert øverst eller nederst.]
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Teknisk Data Mag Track ATEX / EX



Bruksområde							Fjerning av rust, maling, dekkebelegg,  
	Passiv brannbeskyttelse
									
Kontrollpanel:

Overtrykksskap 						Trykkluft (min 4 bar)		
Spenning 50 /60 HZ :					230V		
Elektrisk:							16A
Elektrisk tilkobling:						50 meter kabel 
Mål: 								700*600*900mm
Vekt:								35 kg

Fjernkontroll (ATEX / EX)

Mål (L*B*H) Fjernkontroll 210 x 135 x 150 mm 
Fjernkontroll Strøm 5v 
Batteri levetid ca 45 timer 
Lade tid ca 4 timer (0 -> 100%)

Mag Track stor:

Arbeidsområde 						400mm
Arbeidstrykk 						max 3000 bar
Vannmengde 						max 40 L/min
Vekt 								85 kg					
Utvendige Mål ( lxBxH ):					1350*520*500mm
Vaccum tilkobling						3 toms camlock (HO)
Dyse type							20*P-dyser 
			
Mag track mini:

Arbeidsområde 						200mm
Arbeidstrykk 						3000bar
Vannmengde							Max 20L/min
Vekt								45kg
Utvendig mål	(L*B*H)					750*330*400
Vacuum tilkobling						2 toms camlock 
Dyse type							8*P-dyser 
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The blast can is specifically for cleaning steel surfaces in which ext

the steel surface is important. An example would be stripping pail
repainted or stripping/cleaning a ship's hull,

Figure 5 Carrier with Blast can (ATEX certified)
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